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Premium Glossmeter

180x64 lcd with backlight
of being adjustable, working
under any circumstances

Having a simple and pleasing
shape to be used with one hand

Multi-function
scroll wheel

GLOSSMETER

USBinterface Intelligent standard
ensure factuality of
the measurement result

Bluetooth wireless
data transfer

plug & play

Quick measurement with
three geometry

Difference & Pass/Fail Data saving

Wait for finding more advanced features...



Basic Parameter

Model PAN-705
Geometry 20° 60° 85°
Range

20 0~99 9Gs 100~2000Gs
60 0~99 9Gs 100~1000Gs
85 0~99 9Gs 100~160Gs

Repeatability. Reproducibility

02Gs(0~99.9Gu) 0.5Gs(0~99.9Gu)
0.2%(100~1000Gu) 0.5%(100~1000Gu)

Advanced Parameter

Mode Sample/Statistics/Continuous/Basic

1000 measurements with

Save date/time,in up io 50 memory areas

Difference Memory for 50 references

Auto calibrate & modify

Calibration values manual

Most 99 statistics value with
value,average,Maximum,
Minimum,Range,Diff, Pass/Fail

Statistics

Premium Glossmeter

Windows Size 38x11mm

Power One AA/LRG6 battery

Dimensions

Weight 137x38x64mm 380g

Environment 0~40°C <85%

Interface USB Bluetooth
Software My Gloss 3.0
Range AutoRange

Measurement Three geometryin one second

English{Simplified Chinese

Language Traditional Chinese/German

LCD Backlight

1~3 level tunable

Beeper Fourkinds ofsound

Auto shutdown 1~999 second funable

Standard “°"Voas, | 'S92%1° | DINe7530 | GB 9754
Order Information
Mode Geometry Spot Size Description
PAN-701 20° 10x10mm High gloss
PAN-702 60° 10x20mm Semi gloss
PAN-703 B5° 8x30mm Low gloss
PAN-704 20° 60° Above Above
PAN-705 20° 60° 85° Above Above



Slossmeter for your choice

LCM COG

LCM COB
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